


 
 
 
Thank you for purchasing the Base Vac Dental 1HD4.8 Vacuum pump system with collection bottle.  Fig. 1a 
shows the system complete with all components, depending on shipping destinations some parts may have to 
be assembled, see below.  The dental inlet mounts into the 3/8” NPT on the collection bottle top.  
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If your Base Vac Dental 1HD4.8 Vacuum pump system with collection bottle is not assembled see Fig 1b 
and Fig 1c.  Fig 1b shows the mounting of the collection bottle, simply fasten the collection bottle top with 
the 4 screws onto the mounting bracket.  Fig 1c shows the mounting of the vacuum gauge, screw the gauge 
onto the brass fitting as shown. 
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Fig 2 shows the following: 
“A”  Power on / off switch with internal overload protection  
“B”  Is an adjustable vacuum regulator, turning clockwise increases the vacuum pressure and counter 
 clockwise decreases the vacuum pressure and  
“C”  Is a pressure relief valve for protection of the pump.  
“D” The RED line shows the the maximum liquid level (see Fig 2a), do not fill above this line as liquid may    
 enter into the pump.  If liquid does enter into the pump, run the pump for 2 to 3 hours as the heat 
 from the pump will dry out the moisture.   
“E”  Clear collection bottle. 

 

            
           Fig 2                  Fig 2a 
 

   Fig 3 
 
Fig 3 shows the internal parts of the collection bottle:  
-the inlet extension tube direct the liquid into the bottle and prevents the liquid going into the pump 
-the moisture dispersion filter eliminates any airborne moisture from directly entering the vacuum pump    

               


