
                                                                                                                                                                                        

                    

 
 
Installation Procedure 
 
 
Procedure for vacuum and plastic tanks 
 
 
1.  Place vacuum pump in location. 
2.  Tank could be placed on top of vacuum pump or anywhere higher than the drain inlet as it is using  gravity to drain. 
3.  All PVC fittings are loose (including bottom of tank) and need to be properly fitted by an installer.  Verify that the 
 gravity check valve is positioned properly with the flap hanging downwards.  Also included is a shut off gate for  

maintenance of the check valve, this should be kept open during regular operation. From bottom of tank, 4”pipe to  
the shut off gate, 4” pipe to the gravity check valve. 

4.  Install piping to the drain from the female 1-1/2” compression fitting of the check valve to the drain.   
5.  The exhaust outlet ( below the electrical cabinet) is supplied with a 1-1/2” female socket fitting, piping, P-trap and  
 union fittings, see drawing for proper installation procedure. 
6.  Connect the hoses from vacuum pump to the top of the tank marked VACUUM PUMP and from DENTAL INLET to the  
 dental office, using supplied hose and fittings. 
7.  Install the cable from the junction box on the top of the tank to the Vacuum pump control panel using the strain  
             relief supplied on the box marked “HIGH LEVEL SWITCH” inside box and connect the wires to the  
             terminals 13 and 14, the wires are labelled. 
8.  External remote ON /OFF switch may also be connected to control panel ( wire and switch not included) by connecting  
             the switch connections to terminals 10 and 11 and lamp to 10 and 21 ( see electrical diagrams notes 1 & 3 )  
9.  The electrical power is to be connected to the Vacuum pump control panel by qualified personell following local 
 electrical code. 
 
 
 
 
Procedure for vacuum and metal tanks 
 
 
1.  Place vacuum pump in location. 
2.  Tank should be placed close to vacuum pump. 
3.  The exhaust outlet ( below the electrical cabinet) is supplied with a 1-1/2” female pipe fitting to be installed to 
  an outside source as per local regulations.  This must be installed with a UNION as this has to be removed  
 for pump maintenance. 
4.  Connect the hoses from vacuum pump to the side of the tank and  to the dental office with the supplied hose and fittings. 
5.  Install the cable from the Tank control panel to the Vacuum Pump control panel using the strain relief supplied on the   
    box ( marked “high level switch” inside box ) and connect the wires to the  terminals 11 and 12, the wires are labelled. 
6.  Install the cable from the Vacuum pump control panel to the Tank control panel using the strain relief supplied on the  
    box ( marked “vac off consent” ) and connect the wires to terminals 10 and 10A, the wires are labelled. 
7.  The electrical power is to be connected to the Vacuum pump control panel by qualified personell following local 
 electrical code 
 
 
 
 
 
                                                                                             


